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This chair can be built with four 2" x  8" x  8’ boards from your local box store, or 6/4 hardwoods for a more polished version.

Joint between seat and backrest
should be glued and screwed from 
both directions because it’s doing 
all the work for the back.

    IF YOU BUILD YOUR OWN PLEASE SHARE IT WIHT ME ON INSTAGRAM: RAAZDESIGNLLC, I’M CURIOUS TO SEE WHAT OTHER PEOPLE DO WITH THE DESIGN.
THANK YOU, COLLIN

ALSO IF YOU NOTICE ANYTHING THAT NEEDS TO BE ADDED TO THESE PLANS PLEASE LET ME KNOW SO I CAN UPDATE THEM.

If you’re comfortable working with metal you could reinforce 
this joint with a simple metal bracket. 
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Seat Brace Underside

Backrest Support 

Seat Ledger, critical to the support
of the leg assembly because it reinforces
the joint between the front and back legs

Leg arms, use screws, dowels, splines or bridle joints
to strengthen

Champfer or round legs
to your preferred style



"W
ed

g
e"

 M
od

er
n 

A
di
ro

nd
a
ck

 

R
E
V
IS

IO
N
S

R
E
M
A
R
K
S

1

M
M
/D

D
/Y

Y

2 3 4 5

02A

_
 _

 /
_
 _

 /
_
 _

..
.

_
 _

 /
_
 _

 /
_
 _

..
.

_
 _

 /
_
 _

 /
_
 _

..
.

_
 _

 /
_
 _

 /
_
 _

..
.

_
 _

 /
_
 _

 /
_
 _

..
.

"W
ed

g
e"

 M
od

er
n 

A
di
ro

nd
a
ck

 

LE
G

 A
SS

E
M

B
LY

2
"

1’−5"

1’−1"

1 
1/
2
"

2"

4 
3/

4"

2’−1 1/2"

1’
−6

"

8 
3/

4"

2’−1 1/2"

THIS PAGE IS A FULL SCALE DRAWING WHEN
PRINTED ON 24 X 36 PLAN PAPER. IF YOU WANT TO 
PRINT IT AT THAT SIZE YOU COULD USE IT AS A
TEMPLATE

Seat Ledger, critical to the support
of the leg assembly because it reinforces
the joint between the front and back legs
Should be parallel to top of the back leg

Leg arms, use screws, dowels, splines or bridle joints
to strengthen
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PRINTED ON 24 X 36 PLAN PAPER. IF YOU WANT TO 
PRINT IT AT THAT SIZE YOU COULD USE IT AS A
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